


 
 

 
 
 
 

Reflector 
 Size 1 Meter, Two Piece 
 Material Dual Metal Skin with Lightweight Core 
 Optics Offset Feed, Prime Focus, .635 f/d 
 Drive System Patented Roto-Lok® Positioner 
 Mount Geometry Elevation over Azimuth 
 
Travel  
 Azimuth    400°or ± 200° from Stow Position 
 Elevation-Operational 0-65 (+) Stow Position 
 Polarization  ±65°  
Travel Velocity 
    Slewing/Deploying    
  Azimuth 10°/second 
  Elevation 5°/second 
 Manual Jog  1.0° or 2.0°  / second 
  

Electrical Interface 
 RF Interface  75Ω  Tx / Tx Type F Connector 
 Interfacility Link 100’ Dual RG6 Coax, 1 Control Cable w/Cable Reel 
 Motors  24V DC Variable Speed, Constant Torque 
 Feed Interface WR75, Tx/Rx 
 Coax  Twin RG6 run from feed to base plus 100 ft.  
 Electrical Interface 100 ft. Cable with Connectors for Controller 
  
Antenna Characteristics 
    Receive Transmit  
Frequency  (GHz) 10.7-12.75 13.75-14.5 
Gain (Midband) 39.7 dBi            41.96 dBi 
 
Antenna Noise Temperature   61° K at 10° Elevation 
   53° K at 30° Elevation 
Polarization         Linear Cross-Pol Standard 
Cross-Pol Isolation 
 On Axis (typical)  30 dB      30 dB  
Radiation Pattern Compliance   Intelsat Type-Approval #IA084A00 
 
 

 

 

 

Weights & Measures 
Antenna: (With 4W Buc and LNB) 
Case Dimensions  (Pedestal) 23.5”W x 20”D x 30.5”H  (59.7 x 50.8 x 77.5 cm) 
Approximate Weight 107 lbs (48.53 kg) 
 
Case Dimensions  
   (Reflector/Boom/Feed/Outriggers) 47”W x 17” D x 27” H (119.38 x 43.18 x 68.58cm) 
Approximate Weight   98 lbs (44.45 kg) 
 
Case Dimensions (Cable Reel) 18.5”W x 13.9”D x 19.25”H (47 x 35.3 x 48.9) 
Approximate Weight w/IFL Cables 50 lbs  (22.7 Kg) 
   
Controller 
 1RU  4.5 lbs (2.04 kg) 
   19”W x 8.0”D x 1.75” H (48.26 x 20.32 x 4.44 cm) 
 Portable PS  4.5 lbs (2.04 kg) 
   9”W x 10.25”D x 2.5”H (22.86 x 26 x 6.35 cm) 
 Display Unit  .5 lbs (0.22 kg) 
   5.5”W x 3.25”D x 1.39H (13.96 x 8.25 x 3.45 cm) 
 
Controller 

Auto-acquisition One-button operation automatic satellite acquisition with integrated GPS/
Compass/Level Sensors and user configurable satellite selection 

Size 1 RU Controller—Optional Portable Unit 
Input Power 110/240 VAC, Single Phase, 50/60 Hz, 6/3A peak, 1A continuous 
 
 
 
 

Mechanical  
Az/El/Pol Drive System             Patented Roto-Lok® Cable Drive System 
 
Environmental 
Wind 
 Survival 
   Stowed 120 mph  (161 kph) 
   Operational 45 mph @ 60oF    *Anchored* (96.6 kph) 
 
Temperature  
 Operational -20°F to 125°F  
 Storage -30°F to 140°F  
 
Related Products 
N/A 
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